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PR 19 (Rev.3, 2004) 
Technical Background 

 
 
1. Objective 
 
WP/SRC Task 94,  – Part 2 - Procedural and Survey requirements for side 
shell frames in single side skin bulk carriers 
 

(Task 94 : Surveyor Guidance for Assessment of Structural Conditions 
Work Spec 2: With respect to the information presented and the issues raised in 
reference 3, consider, in addition to surveyor guidance, amendments to the close-up 
survey and thickness measurement requirements for side structure of bulk carriers 
which may be susceptible to the rapid corrosion mechanism reported in reference 3, 
with a view to establishing adequate survey requirements and surveyor guidance to 
ensure that such corrosion is identified and adequately and properly assessed in 
order that renewal/remediation decisions are made at the appropriate times; before 
the structure deteriorates too far.) 

 
 
2. Revision 
Add the following sentence at the end of PR19.para 2.2:  
“Thickness measurements of structures in areas where close-up surveys are 
required shall be carried out simultaneously with the close-up surveys.” 
 
 
3. Discussion 
This text is a slight modification of the wording in para 2.4 of IACS 
Recommendation No. 77. At the recent April meeting of WP/SRC all members 
agreed to apply this principle to all vessels and not just to the hold frames of 
bulk carriers. 
 
 
4. Others  
 
Under this task, the following resolutions have also been amended: 

• PR 20 (Rev.3, 2004)  
• UR Z10.2(Rev.15, Dec 2003 concerning pitting/grove) 
• UR Z10.2(Rev.16 Feb 2004 concerning Table 1 for close-up surveys of 

SS No.3 
 

* * * 



 
PR 20 (Rev.3, 2004) 

Technical Background 
 
 
1. Objective 
 
WP/SRC Task 94,  – Part 2 - Procedural and Survey requirements for side 
shell frames in single side skin bulk carriers 
 

(Task 94 : Surveyor Guidance for Assessment of Structural Conditions 
Work Spec 2: With respect to the information presented and the issues raised in 
reference 3, consider, in addition to surveyor guidance, amendments to the close-up 
survey and thickness measurement requirements for side structure of bulk carriers 
which may be susceptible to the rapid corrosion mechanism reported in reference 3, 
with a view to establishing adequate survey requirements and surveyor guidance to 
ensure that such corrosion is identified and adequately and properly assessed in 
order that renewal/remediation decisions are made at the appropriate times; before 
the structure deteriorates too far.) 

 
2. Revision 
 
Add the following sentence to PR 20.para 1:  
On capesize bulk carriers the intermediate hull classification survey between 
10 and 15 years of age is to be performed by two exclusive surveyors. 
(definition of a capesize bulk carrier is 100000 dwt and over) 
 
 
3. Discussion 
This requirement has been proposed for capesize bulk carriers only in order 
to enhance the quality of the surveys by mandating attendance of two 
exclusive surveyors for this critical ship type earlier than the general 
requirement at the third Special Survey for ESP ships.  
 
 
4. Others  
 
Under this task, the following resolutions have also been amended: 

• PR 19 (Rev.3, 2004)  
• UR Z10.2(Rev.15, Dec 2003 concerning pitting/grove) 
• UR Z10.2(Rev.16 Feb 2004 concerning Table 1 for close-up surveys of 

SS No.3 
 
 

* * * 



Technical Background

PR 20 Rev.3 Add.1  Procedural Requirement for certain ESP surveys

PR 20 Rev.3 was adopted on 30 June 2004. In his message 4072aIGf of 8 July the
GPG Chairman sought members’ views as to whether the requirement
concerning capesize bulk carriers in paragraph 1 (the intermediate hull
classification survey between 10 and 15 years of age being performed by two
exclusive surveyors) is to be applicable to ships of both single side skin and
double side skin construction.

On advice from WP/SRC, GPG concluded that it need only be applied to single
side skin ships.

Permanent Secretariat,  20 August 2004.



PR 29 (New, May 2004) 
Technical Background 

 
 
 
 
1. Objective 
 

To define, for clarity and uniform understanding, the wording “contracted for 
construction” in a Procedural Requirement.  

 
 
 
 
2. Background  
 

2.1 Council 47 (June 2003) found it necessary to have a uniform 
understanding of the expression “contracted for construction”, the date 
when a contract between the shipyard and the owner is signed.  

 
2.2 Council 48 (December 2003) continued the discussion on the 

implementation of UR S25. Further discussion by correspondence 
followed (C48 FUA 55).  

 
 
   
 
3. Decisions made by Council  
 
 
 3.1 The date of contract for construction is defined. PR 29.1 refers.  
 

3.2 Due to inconsistencies in IACS Members implementing UR S25 to 
“sister ships”, Council defined “sister ships” in the context of “contract 
for construction”. PR 29.2 refers.  

 
3.3 Cases where a contract for construction is later altered are addressed in 

PR 29.3.  
 
 
4. Council unanimously approved PR 29 on 26 May 2004 (s/n 4012).  
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